BENELLI

SHOTGUN TRAINING

Equipment Familiarization and General Information

Benells
<A

\ J

In a world of compromise, some don't.



SUPER 90 SHOTGUNS

M7 Super 90 Defense (18% inch barrel, S5-shof magazine)

M1 Super 80 Slug Gun with ghast ring sights
(184 inch barrel, B=shot magazine}

M1 Super 80 Entry Gun (14 inch barrel, 5-shot magazine)}
special licensing required

HK Gnost RING S1GHTS

Benelli M1 and M3 shotguns are available with a specially designed ghost ring sighting
system. The ghost ring sighting system enables a shooter to keep both eyes open while
focusing on the front sight.

The rear sight becomes a softly focused “ghost ring” image to the shooter. This
innovative sighting system ensures fast and effective target acquisition. The ghost ring
sighting system is currently being used by many law enforcement agencies and military
units, Tritinm sights are available as an optional accessory for all M1 & M3 shotguns
fitted with ghost ring sights, including the 18%: inch barrel variants.
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INTRODUCTION:

A. INTRODUCE MEMBERS OF STAFF.
B. HAVE STUDENTS INTROODUCE THEMSELVES.

GOAL

EACH STUDENT SHOULD BE INSTRUCTED IM THE CORRECT
NOMENCLATURE , OPERATION AND HANDLING OF THE LAlW ENFORCEMENT
MI AND M3 SHOTGUN. EACH STUDENT SHOULD BE GIVEN THE

OPPORTUNITY TO FIRE THE SHOTGUN .
OBJECTIVE

STUDENT WILL DEVELOP BASIC TRAINING EXPERIENCE, WHICH WILL
AlLLOW INDIVIDUAL SKILL DEVELOPMENT.

SAFETY

DEFINITION OF A SHOTGUNM

LAW ENFORCEMENT AND MILITARY USE OF THE SHOTGUN

BEMELLI SHOTGUN INTRODUCTIOM
THE BENELLI SHOTGUN SYSTEM
MOMONCLATURE

FIELD STRIP

BENELLI MI SUPER 90 ASSEMBLY
SOLT DISASSEMBLY N\ REASSEMELY
LOADING

COMBAT LOADING

REPLACING THE CARTRIDGE IN THE CHAMEBER
UNLOADING FROM THE MAGAZINE
GUN MOUNT

SHOOTING POSITIONS
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SLING CARRY POSITION
SHOTGUN AMMUINITION
AMMUNITION MANAGEMENT
MAINTENANCE \ STORAGE
CLOSING

RANGE SAFETY



Iv.

SAFETY - YOUR PRIMARY RESPONSIBILITY!

YOUR FIRST RESPONSIBILITY WHEN HANDLING ANY FIREARM IS TO KNOW
IF IT IS LOADED OR UNLOADED. ALWAYS POINT THE FIREARM IN A SAFE

DIRECTION, REGARDLESS OF WHETHER THE FIREARM IS LOADED OR
UNLOADED .

A. SAFETY WITH FIREARMS.

1 [

2.

3.

4.

ALL FIREARMS ARE ALWAYS LOADED.

NEVER LET THE MUZZLE COVER ANYTHING YOU ARE NOT WILLING
TO DESTROY .

KEEP YOUR FINGER OFF THE TRIGGER UNTIL YOUR SIGHTS ARE
ON THE TARGET.

BE SURE OF YOUR TARGET AND WHAT IS BEYOND IT.

B. CHECK EACH WEAPON YOURSELF!

1.

2.

NO MATTER HOW MANY TIMES YOU HANDLE IT, EVEN THOUGH YOU
HAVE CLEARED IT BEFORE OR SOMEONE ELSE HAS HANDLED IT OR
CHECKED IT.

DO NOT RELY ON SOMEONE ELSE! OR YOUR MEMORY. CHECK IT
AGAIN' ALWAYS CONSIDER A WEAPON LOADED UNTIL YOU
PERSONALLY , PHYSICALLY aMD VISUALLY CHECK IT.

C. WEAPONS CHECK.

1.

2

SAFETY IN THE SAFE OR ON POSITION.

. ACTION OPEN.

 WISUALLY AND PHYSICALLY CHECK CHAMBER AND MAGAZINE FOR

AMMO .

. MUZZLE POINTED IN A SAFE DIRECTION AT ALL TIMES.

FINGER OUT OF TRIGGER GUARD UNLESS YOU ARE GOING TO
SHOOT .



V. DEFINITION OF A SHOTGUN.

THE SHOTGUMN DIFFERS FROM OTHER FORMS OF FIREARMS. IN THAT IT
FIRES A NUMBER OF PROJECTILES CALLED SHOT, INSTEAD OF A SINGLE
FPROJECTILE. ONCE THEY ARE FIRED FROM THE WEAPON, THESE
PROJECTILES START SPREADING OUT. THE AREA COVERED BY THE SHOT
PELLETS IS CALLED THE PATTERN. THE SIZE OF THE PATTERN IS
DETERMINED BY THE SIZE OF THE SHOT, DISTANCE AND CHOKE OF THE
RESPECTIVE SHOTGUN. A RULE OF THUMB ON THE SIZE OF THE PATTERN
OF & POLICE SHOTGUN IS, FOR EVERY YARD OF DISTANCE THE PATTERN
GROWS ONE INCH IN DIAMETER. AS AM EXAMPLE, 40 YARDS DISTANCE
EQUALS A 40" CIRCULAR PATTERN. THE AREa COVERED BY THE SHOTGUNS
PATTERN IS, THEREFORE, CONSIDERABLY LARGER THAN THE SINGLE
PROJECTILE FIRED FROM A RIFLE OR HAMNDGUMN. CONSEQUENTLY , SHOTGUNS
ARE GENERALLY THE CHOICE FOR MOVING TARGETS AND ARE EASIER TO
LEARN TO HIT WITH.



VI.

LAW ENFORCEMENT AND MILITARY USE OF THE SHOTGUN.

A

OVER THE YEARS THE USE OF THE SHOTGUN HAS INCREASED BOTH IN
LAalW ENFQRCEMENT AND IN THE MILITARY.

WHEN PROPERLY LOADED, THE SHOTGUN IS THE APPROPRIATE WEAPON
FOR A VARIETY OF SITUATIONS.

THE SHOTGUN IS A TRIPLE-THREAT WEAPON. IT CAN BE USED AS A

SHOTGUN, RIFLE OR TEAR GAS DELIVERY SYSTEM. THESE ADVANTAGES
ARE MNOT AVAILABLE IN aNY OTHER WEAPON.

THE SPREAD IF THE SHOT PATTERN ENHANCES THE SHOQOTER'S
ABILITY TO HIT WITH A SINGLE SHOT.

TRAINING NOVICE SHOOTERS TO THE POINT OF COMPETENT USE IS5
MORE READILY ACCOMPLISHED WITH THE SHOTGUN THAN MOST OTHER
WEAPONS.

SHOTGUNS ARE COMPARATIVELY INEXPENSIVE AND HAVE LONG LIFE.
COMPARED TO THE COST OF OTHER SPECIALTY WEAPONS, SUCH AS
MACHINE PISTOLS, THE SHOTGUN IS RELATIVE IMEXPENSIVE.

PSYCHOLOGICAL VALUE IN CRITICAL SITUATIONS, THE OFFICER’S

SHOTGUN IS A SYMBOL OF POWER AND AUTHORITY, THE SHOTGUN ADDS
CONFIDENCE TO THE OFFICER.

THE CRIMINAL SUFFERS A CONSIDERABLE LACK OF CONFIDENCE WITH
THE APFPEARANCE OF ‘A SHOTGUN - ARMED OFFICER.

THE SHOTGUN IS USED BY BOTH LAW ENFORCEMEMT AND MILITARY ALL
OVER THE FREE WORLD.



VII.

BENELLI SHOTGUN INTRODUCTION

AL

HECKLER & KOCH, INC. (U.5.A.) IS THE SOLE IMPORTER OF THE
BENELLI SHOTGUN LINE INTO THE U.S5.A. THE BENELLI LINE IS

MARKETED THROUGH THE SAME CHANMNELS OF DISTRIBUTIOMN AS OTHER
HK FIREARMS.

. ALTHOUGH THERE ARE NUMEROUS VARIATIONS OF BENELLI SHOTGUNS,

WE WILL FOCUS ON THE .12 GAUGE MI SUPER 90, ITS VARIATIONS,
AND THE M3 SUPER 90 PUMPMNAUTO SHOTGUM FOR LMNE USE.



VIII.

THE BENELLI SHOTGUN SYSTEM

MO OTHER SEMI-AUTOMATIC SHOTGUM SHOOTS LIKE A BENELLI.

THE M1 SUPER 90 BENELLI CAN BOAST OF UNSURPASSED RELIABILITY,
SPEED ( THE ABILITY TO FIRE FIVE SHOTS IN LESS THAN ONE SECOND -
THE FIFTH SHELL IS EJECTED BEFORE THE FIRST SHELL HITS THE
GROUND ) ,EASE OF OPERATION, DISASSEMBLY, AND MAINTEMANCE DUE TO
THE REVOLUTIONARY ROTARY LOCKING BOLT HEAD DESIGHN. RELIABILITY,

SPEED AND VERSATILITY ARE CHARACTERISTICS OF ALL BENELLI
SHOTGUNS .

THE BENELLI M1 SUPER 90 SHOTGUN OPERATES WITH AN IMERTIA
RECOIL ,SPRING-ACTUATED ACTION, WHICH INCLUDES THE EXCLUSIVE
"MONTEFELTRO" ROTATING BOLT, FEATURING TWIN LOCKING LUGS THAT
LOCK INTOQO THE BARREL JUST LIKE A BOLT ACTION RIFLE. THIS

PROVIDES A& FaAR STROMGER LOCKUP THAN OTHER SEMI-aAUTO SHOTGUNS
WHICH FEATURE A SINGLE LUG.

RECOIL OPERATED MEANS NO GAS PORTS, RINGS, LINKAGE, GAS PISTON
TO COLLECT POWDER RESIDUE. NO ACTION BARS TO BREAK OR WEAR-OUT.

NO "O" RINGS TO REPLACE. FAST RELIABLE FIRING AND CYCLING WITH
ALL STANDARD 2 374" AND 3" MAGNUM LOADS.

THE ENTIRE FUNCTION OF THE SHOTGUN IS CONTAIMED IN THE BOLT!
WHEM THE SHOTGUN IS FIRED THE SPRIMG POSITIONED BETWEEN THE BOLT
HEAD AND BOLT IS COMPRESSED 8Y THE IMERTIA OF THE BOLT AS THE
FIREARM BEGINS TO RECOIL. WHEN THIS SPRING IS FULLY COMPRESSED,
IT OVERCOMES THE FORWARD INERTIA OF THE BOLT AND PUSHED IT TO
THE REAR UNLOCKING THE 80LTS TWIN LOCKING LUGS AND EXTRACTING
THE FIRED CARTRIDGE CASE RE-COCKING THE WEAPON AND CHAMBERING A
FRESH ROUND. A& RECOIL SPRING MOUNTED BEHIND THE BOLT FURTHER

DELAYS THE OPENING OF THE ACTION UNTIL AFTER THE SHOT HAS LEFT
THE BARREL . SAFE, SIMPLE AND FAST!

THE ADVANTAGE OF THE BENELLI INERTIA RECOIL SYSTEM IS SPEED,
WITH VERY LITTLE INCREASE IN RECOIL DUE TO THE BOLT SYSTEM'S
REVERSE ACTION TO REARWARD MOVEMENT. WHEN THE BENELLI FIRES, THE
BOLT SYSTEM MOVES FORWARD, AWAY FROM FROM THE STOCK, IN ORDER TO
COMPRESS ITS RECOIL SPRING WHICH HELPS TO REDUCE FELT RECOIL.

THE BENELLI CAN ALSO OPERATE WITHQUT FIRM SUPPORT AND SHOOT IN
ANY POSITION,

THE BENELLI IS ABOUT A POUND LIGHTER THAN A STANDARD SEMI-AUTO
SHOTGUN DUE TO NO GAS CHAMBERS, PISTON AND LINKAGES.

WHILE MOST SHOTGUNS HAVE A FIXED EJECTOR THE BENELLI'S SPRING
LOADED EJECTOR MEANS CONSTANT RELIABLE EJECTION WITH ALL TYPES
OF 2 3%\4" AND 3" LOADS.



IX. NOMENCLATURE - REFER TO HAND-QUT ™\ WALL CHART.

A

B.

C.

D.

E.

F.

STOCK
1. SYNTHETIC - HIGH IMPACT POLYMER.
2. RUBBER RECOIL PAD.
3. MOLDED CHECKERING.
4. SLING SLOT MOLDED INTO CENTER OF THE BUTT.
§. DEFENSE — PISTOL GRIP BUTT STOCK.
6. REMOVE WITH A 13mm SOCKET WRENCH.
RECEIVER.
1. HIGH STRENGTH ALUMINUM ALLOY FOR WEIGHT AND BALANCE.
2. WILL NOT RUST AFTER HANDLING.
EJECTION PORT
1. LOCATION - RIGHT FRONT SIDE OF RECEIVER.
2. EXIT PORT FOR FIRED SHELLS.
3, USED FOR LOADING AND UNLOADING.
80LT.
1. MONTEFELTRO ROTATING BOLT SYSTEM
A. THE ENTIRE FUNCTION OF THE WEAPON IS IN THE BOLT
B. NO TOOLS NEEDED FOR DISASSEMBLY
CARRIER SUTTON.
1. RELEASES BOLT.
REAR SIGHT.
1. RIFLE TYPE.
2. WINDAGE ADJUSTMENT ONLY, BY USE OF AN ALLEN WRENCH.

3. OPTIONAL - GHOST RING SIGHTING SYSTEM - PROVIDES QUICK
TARGET ACQUISITION FOR THE SHOOTER.



G. BARREL

1"‘

LENGTH
A. MI & M3 SLUG GUN - 19 374"
B. ENTRY GUN - 14"
CHAMBERED FOR ALL STANDARD FACTORY 2 3n\4" & 3".

EORE IS CHROMIUM PLATED.

. CHOKED = CYLINDER.

INTERCHANGEABLE WITHOUT TOOLS.

. coLD HAMMER FORGED FOR OPTIMUM STRAIGHTMESS aAMD UNIFORM

FPATTERNS.

H. FRONT SIGHT

I.

J.

1.

BLADE TYPE - NO ADJUSTHMENT.

MAGAZINE TUBE

1.

2.

1.

2.

ML
A. 7-ROUND FULL PIECE TUBE - SLUG GUN.
B. 3-ROUND FULL PIECE TUBE - FIELD GUN.

C. 4-ROUND EXTENSION KIT
({ CONVERTS MI W\3 ROUND MAG. TO 7-ROUND).

D. 2-ROUND EXTENSION KIT

(CONVERTS MI WA3 ROUND MAG.TO 5-ROUNDS FOR
ENTRY GUN).

M3

A. 7-ROUND TUBE ORNLY .

EARREL BAND

BARREL - MAGAZINE RETAINING RING.

SCREW CAaN BE LOOSENED WITH A KEY OR COIN.



RING

1. SWIVEL RING = FRONT SWIVEL ATTACHMENT.

2. 3-POSITIONS

. FOREARM

1. SYNTHETIC - HIGH IMPACT POLYMER.
2. MOLDED CHECKERING.

3. LASER PRODUCTS, TACTICAL LIGHT
REPLACEMENT FOREARM - MODEL é616.

LOADING PORT
1. LOCATION - BOTTOM FRONT OF RECEIVER.
2. USED FOR LOADING AND UNLOADING MAGAZINE.
3. EASY TO LOAD OR UNLOAD DUE TO "FREE" CARRIER.

4. INSTANT WIsSUaAL CHECK OF MAGAZINE.

. CARRIER

1. THE CARRIER RECEIVES A LIVE ROUND FROM THE MAGAZINE
LEVEL OF THE RECEIVER AND AS THE BOLT TRAVELS FORWARD
THE CARRIER RISES AUTOMATICALLY TO POSITION THE
CARTRIDGE FOR INTRODUCTION INTO THE CHAMBER 8Y THE BOLT.

b
2. HAS TO BE IMN "FREE" MODE TO LOAD OR UNLOAD MAGAZINE.



0. CARTRIDGE DROP LEWVER

1. LOCATION - THE END OF THE CARTRIDGE DROP LEVER PROTRUDES

FROM THE RIGHT SIDE OF THE RECEIVER, ABOVE THE TRIGGER,
AND IS MARKED WITH A RED DOT. WHEN THE DOT IS VISIBLE.
THE HAMMER IS COCKED AND THE WEAPON IS READY TO FIRE.

2. THE RED DOT ON THE CARTRIDGE DROP LEVER, WHEN VISIBLE,
IMDICATES THE CARRIER IS "FREE" aAaNMD THE MAGAZIMNE CaAaMN 8E
LOaDED.

3. IF THE CARTRIDGE DROP LEVER IS DEPRESSED BEFORE LOADING
THE CARRIER LOOSES IT’S "FREE" STATUS.

4. TO FREE THE CARRIER ON A COCKED WEAPON SIMPLY DEPRESS
THE CARRIER LATCH BUTTON AND LOAD NORMALLY .

5. ON AN UN-COCKED WEAPON, PULL BOLT TO THE REAR AND
RELEASE IT, COCKING THE WEAPON.

6. WHEN DEPRESSED THE CARTRIDGE DROP LEVER RELEASES A SHELL
FROM THE MAGAZINE ON A LOADED WEAPON.

7. ON AN UNLOADED WEAPON. THE CARTRIDGE DROP LEVER HAS TO
BE DEPRESSED TO LOCK THE BOLT TO THE REAR.

P. SAFETY
1. CROSS BOLT TYPE LOCATED AT THE REAR OF THE TRIGGER.
5. APPLY THE SAFETY CATCH BY MOVING THE SAFETY BUTTON ON

Q.

THE TRIGGER GUARD TO THE LEFT UNTIL THE RED PART OF THE
BUTTON, WHICH INDICATES THE FIRING POSITION, IS NO
LONGER WISIELE.

SWIVEL PLATE

1.

REAR SLING ATTACHMENT.



X. FIELD STRIPR THE BENELLI MI SUPER %0.
A. ENGAGE THE SAFETY
B. LOCK BOLT 7O THE REAR.
C. VISUALLY AND PHYSICALLY CHECK THE CHAMEBER AND MAGAZINE.
D. REMOVE THE BARREL-MAGAZINE TUBE RETAINING RING.

£. UNSCREW THE FORE END CAP AND REMOVE FROM MAGAZINE TUBE
TOGETHER WITH THE STRAP SWIVEL. a

F. REMOVE BARREL AND FOREARM UNIT FROM MAGAZINE TUBE.
G. DEPRESS CARRIER LATCH AND LET BOLT GO FORWARD SLOWLY.
H. REMOVE COCKING LEVER (BOLT HANDLE ) FROM BOLT.

1. TIP RECEIVER FORWARD TO ALLOW THE BOLT TO SLIDE OUT OF THE
RECEIVER. -

J. REMOVE TRIGGER GUARD PIN. -

K. REMOVE TRIGGER GUARD.



XI. BENELLI M1 SUPER 90 ASSEMBLY

A. DEPRESS THE CARRIER BUTTON AND INSERT TRIGGER GROUP
WITH THE HAMMER COCKED.

B. INSERT TRIGGER GUARD PIN.

C. HOLD RECEIVER AT A 45 DEGREE ANGLE AND INSERT BOLT ASSEMBLY.

NOTE: INSURE BOLT LINK ENGAGES WITH RECOIL SPRING PLUNGER BY

DEPRESSING BOLT TO THE REAR. IF THE BOLT DOES NOT MOVE
REPOSITION BOLT UNTIL BOLT MOVES TO THE REAR FREELY.

D. INSTALL BOLT HANDLE INTO BOLT.

E. INSTALL THE PLAIN WASHER AND LOCK WASHER IN THEIR CORRECT
POSITIONS IN THE FOREARM. MOTE: THE FLAT WASHER MUST BE
INSTALLED INTO THE FOREARM FIRST. THE SPRING WASHER SHOULD

BE SANDWICHED BETWEEN THE BARREL ATTACHMENT RING AND FLAT
WASHER .

F. INSTALL FOREARM AND BARREL AS A COMPLETE UNIT.
G. INSTALL SLING SWIVEL AND FORE END CAP AS A UNIT.

NOTE: INSURE THAT SLING SWIVEL CAN MOVE ON ITS SEAT AFTER THE
FORE END CAP IS TIGHTENED.

H. INSTALL BARREL-MAGAZINE TUBE RETAINING RING IN PROPFER
LOCATION INDICATED BY INDENTION IN MAGAZINE TUBE.

I. CHECK FUNCTIONING OF WEAPON.



